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EHG Stainless SHEETS
Cold-rolled, hot-rolled and diverse finishes. 

EHG Stahl.Metall: 2,500 tonnes of STAINLESS products in 3,000 dimensions are permanently stocked  
in our warehouse of 50,000 tonnes, with over 20,000 articles and more than 150 different grades. 

Extract from the  
EHG stock programme

Stainless 
steel

Complete stock programme 
at the EHG Webshop:
www.ehg-steel.com

Quality Dimension

1.4016 cold-rolled 2R/2b 0,50 to 3,00 mm

1.4301 cold-rolled 2b  0,50 to 8,00 mm

hot-rolled 1D 3,00 to 30,00 mm

bright-annealed 2R 0,60 to 2,00 mm

cold-rolled 2b + film 1,00 to 4,00 mm

polished on one side K.240 + film  0,80 to 6,00 mm

brushed on one side + film  0,60 to 6,00 mm

brushed on both sides + film 1,00 to 6,00 mm

polished on both sides K.320 + film 5,00 to 12,00 mm

specular polished + film 1,00 mm

1.4310 Spring steel plate 2000x300 mm 0,20 to 3,00 mm

1.4404 cold-rolled 2b 0,60 to 6,00 mm

hot-rolled 1D 8,00 to 20,00 mm

brushed on one side + film 1,00 to 3,00 mm

1.4435 cold-rolled 2b 1,00 to 5,00 mm

1.4571 cold-rolled 2b 0,50 to 6,00 mm

hot-rolled 1D 8,00 to 20,00 mm

1.4828 cold-rolled 2b 2,00 to 3,00 mm

hot-rolled 1D 3,00 to 10,00 mm

1.4841 cold-rolled 2b 1,00 to 4,00 mm

hot-rolled 1D 3,00 to 10,00 mm

Standard formats. Products designated with  are also in stock with dimensions of 4,000 x 2,000 mm

We are also able to rapidly supply unstocked grades/dimensions.


