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Bar sawing and surface treatment

Precise and time-saving
We operate the most modern sawing and cutting centre in 
Europe. With 65 band, circular, circular panel and log band 
sawing machines, we can cut your material to precisely the 
dimensions you require. If requested, it can then be cham-
fered, barrel finished, washed, blasted and conserved. With 
our own vehicle fleet, we can transport the cut and finished 
parts to their destination correctly sorted and in record time.

Traceable and tested
The GBD testing institute has granted us the authority to 
restamp parts, which allows us to apply plant batches to your 
sawed parts. This gives you complete batch traceability. Ul-
trasonic testing for cavities, cracks and doublings carried out 
by independent testing institutes and dye penetration tests to 
detect surface cracks ensure the desired levels of quality are 
met at all times.

Your benefits

n	 Upright sawing up to a height of 600 mm

n	 Many dimensions and grades available ex stock

n	 The material is pre-sorted and delivered punctually  
on a just-in-time basis

n	 100% batch traceability

n	 Ultrasonic testing and dye penetration testing  
for guaranteed quality
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Machining range

Sawing
Beams: up to 1000 mm wide, 600 mm high and 18 m long.  
Tubes/round steels: up to Ø 860 mm.
Non-ferrous: up to Ø 540 mm.
NIRO (stainless steel): up to Ø 530 mm.

Our fully automated sawing centres handle the complete 
process – from the retrieval of the goods from the warehouse 
to the intermediate storage of the cut length – quickly and 
completely automatically. For a prompt delivery when you 
need it most.

Deburring
For parts up to a cut length of 1100 mm and a diameter of  
120 mm, our deburring robot will remove any 
burrs completely automatically. Longer or larger cut lengths 
on request.

Blasting and conserving
Large parts: up to 15.5 m long, 1.5 m wide and 500 mm high.
Sheet: up to 6 m long, 2.5 m wide and 100 mm thick.
Small parts up to 300 × 300 mm in size and 
weighing no more than 10 kg are blasted in our belt shot 
blaster machine. If required, the material can be sealed with 
paint immediately after the blasting process.

Barrel finishing
The barrel finishing facility uses Trowal stone to scrub small 
parts up to 200 mm in length.

Washing
Our washing system reliably removes grease and oil 
from small parts up to a max. length of 2300 mm.

Sorting
The sheet separator picks NF, MF and GF standard formats 
completely automatically and places them on a wooden crate 
with or without intermediate layers of cardboard, saving you 
time further down the line.


